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AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the 

application: 

LISTING OF CLAIMS: 

1. (currently amended): A radio communication conn e ction d e stination sp e cifying 

method of establishing a link between e lectronic information communication devices in a radio 
communication system which e x e cut e s radio communication using a radio wave , comprising4he 
st e ps of : 

transferring device identification information of a ^an e l e ctronic information 
communication device of a connection request source to a_an e lectronic information 
communication device of a connection request destination usin g, as radio communication, a 
radio communication with strong directivity; mA 

transmitting an inquiry request from the communication device of the connection request 
destination; 

receiving, at the communication device of the connection request destination, inquiry 
responses from a plurality of communication devices; 

recalling the transferred device identification information of the communication device of 
the connection request source, and comparing it to identification information contained within 
the received inquiry responses; and 
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causing th e e l e ctronic information communication d e vice of th e conn e ction request 
d e stination to sp e cify th e e l e ctronic information communication d e vic e of th e conn e ction request 
sourc e on th e basis of the transf e rr e d devic e id e ntification information and 

establishing to e stablish th e a lin k between the specified connection request source and 
the connection request destination on the basis of a match between the transferred device 
identification information of the communication device of the connection request source, and 
identification information contained within one of the received inquiry responses . 

2. (currently amended): A rThe method according to claim 1, wherein the radio 
communication system is a short-distance radio data communication system. 

3. (currently amended): A -The m ethod according to claim 1, wherein the transf e r st e p 
compris e s th e st e p of transf e rring th e d e vic e id e ntification information using infrar e d 
communication as th e radio communication with strong directivit y is infrared communication . 

4. (currently amended): A rThe method according to claim 3, wherein the transf e r st e p 
compris e s th e st e p of transf e rring th e d e vic e id e ntification information using a conn e ctionl e ss 
s e rvic e as the infrared communicatio n uses a connectionless service . 



3 



AMENDMENT UNDER 37 C.F.R. § 1.111 

U.S. Application No. 09/977,389 Q66666 

5. (currently amended): A rThe method according to claim 3, wherein th e transf e r st e p 
compriGOS th e st e p of transf e rring th e d e vice identification information using a conn e ction 
ori e nted servic e as the infrared communicatio n uses a connection-oriented service . 

6. (currently amended): ArThemethod according to claim 1, wherein th e transf e r step 
compris e s th e st e p of transf e rring a short distance radio data communication d e vic e addr e ss as 
the device identification informatio n comprises a short-distance radio data communication 
device address . 

7. (currently amended): A -The method according to claim 1, wherein th e transf e r stop 
compris e s the st e p of transf e rring a short distance radio data communication d e vice name as the 
device identification informatio n comprises a short-distance data communication device name . 

8. (currently amended): A-Themethod according to claim 1, further comprising: 

th e st e p of, b efore transf e r o ft ransferring the device identification information, causing 
the communication device of the connection request source to face the communication device of 
the connection request destination. 



9. (cancelled) 
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10. (currently amended): A rThe method according to claim 91, wh e r e in further 
comprising: 

setting a receiving state in the communication device of the connection request 
destination: 

whea-if no device identification information is transferred during the transferring step, 
rec e iv e d from th e e l e ctronic information d e vic e of th e conn e ction r e qu e st sourc e within a 
predetermined time after a-the receiving state is set, th e inquiry r e qu e st is transmitt e d from th e 
e l e ctronic information d e vic e of th e conn e ction requ e st d e stination to all the e l e ctronic 
information d e vic e s including th e conn e ction request sourc e . transmitting the inquiry request to 
all communication devices, receiving the inquiry responses, and notifying a user is notifi e d of 
pieces of device identification information contained in the received inquiry responses; r e turn e d 
from all th e e l e ctronic information d e vices including th e conn e ction requ e st sourc e upon 
rec e iving th e inquiry r e qu e st, and 

establishing the link is establish e d upon determining the electronic information device 
selected by a user u ser^froperation as the connection request source. 
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